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IntroductionIntroduction

§§ ““The first generationThe first generation’’ss””mechanisms for the firstmechanisms for the first
connection between personal devices have thoughtconnection between personal devices have thought
some security lessonssome security lessons

§§ Current standardization efforts for personalCurrent standardization efforts for personal
networks address these vulnerabilities as well asnetworks address these vulnerabilities as well as
provide easiness and alternatives for associationprovide easiness and alternatives for association

§§ This presentation presents four new standards, allThis presentation presents four new standards, all
supporting multiple association models, andsupporting multiple association models, and
discusses how to attack against themdiscusses how to attack against them
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Bluetooth Simple PairingBluetooth Simple Pairing

§§ Public key crypto (Public key crypto (DiffieDiffieHellmanHellman) for correcting) for correcting
vulnerabilities of current (symmetric) pairingvulnerabilities of current (symmetric) pairing

1.1. Numeric comparison modelNumeric comparison model
•• 6 digit temporary value displayed by both devices6 digit temporary value displayed by both devices

2.2. Passkey entry modelPasskey entry model
•• E.g. for keyboardsE.g. for keyboards

3.3. ‘‘Just worksJust works’’modelmodel
•• NoNo MitMMitM protectionprotection

4.4. OutOutofofband modelband model
•• Enables e.g. use of Near Field CommunicationEnables e.g. use of Near Field Communication
•• Two directional channels change public keysTwo directional channels change public keys
•• One directional channels change secretOne directional channels change secret



WiWiFiFi Protected SetupProtected Setup

§§ EasyEasytotouse mechanisms for configuringuse mechanisms for configuring WLANsWLANs
§§ MicrosoftMicrosoft’’s implementation Windows Connect Nows implementation Windows Connect Now

1.1. USB flash drive modelUSB flash drive model
•• Network encryption key is copied to USB stick andNetwork encryption key is copied to USB stick and

copied to every new devicecopied to every new device
2.2. Network modelNetwork model

•• E.g. 4 or 8 digit values, which the user must compareE.g. 4 or 8 digit values, which the user must compare
•• A value may be either temporary (displayed) or staticA value may be either temporary (displayed) or static

(printed to a label)(printed to a label)
•• DiffieDiffieHellmanHellman prevents passive eavesdroppingprevents passive eavesdropping



WUSB Association ModelsWUSB Association Models

§§ HighHighspeed wireless standard on top of ultraspeed wireless standard on top of ultrawidebandwideband
channelchannel

1.1. Cable modelCable model
•• Implicit association (in addition to plugging theImplicit association (in addition to plugging the

wired USB cable, no other user actions arewired USB cable, no other user actions are
needed)needed)

2.2. Numeric modelNumeric model
•• Both host and device display temporary numberBoth host and device display temporary number
•• Temporary values to be compared are at least 2Temporary values to be compared are at least 2

digits longdigits long
•• DiffieDiffieHellmanHellman prevents passive eavesdroppingprevents passive eavesdropping



HomePlugAVHomePlugAV Protection ModesProtection Modes

§§ PowerlinePowerlinebased broadband communication standardbased broadband communication standard
1.1. Simple connect modeSimple connect mode

•• The user sets a control device into a state where it isThe user sets a control device into a state where it is
waiting for association requestswaiting for association requests

•• The user connects a new device toThe user connects a new device to powerlinepowerline
networknetwork > device sends a nonce,which is a hashed> device sends a nonce,which is a hashed
to get AES keyto get AES key

•• Eavesdropping hard due to bad signalEavesdropping hard due to bad signaltotonoise rationoise ratio
•• MitMMitM can be detectedcan be detected

2.2. Secure modeSecure mode
•• Users must type 12 alphanumeric passwordsUsers must type 12 alphanumeric passwords

3.3. Optional modes for outOptional modes for outofofband NEK distributionband NEK distribution



§§ Standards for association can be evaluated theStandards for association can be evaluated the
following points of view, each affecting others:following points of view, each affecting others:

Exploring SecurityExploring Security

Extensibility

Threats/trust
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UsabilityHardware
requirements



Examples of Unaddressed ThreatsExamples of Unaddressed Threats

§§ Portable memory devices (e.g. USB flash drives)Portable memory devices (e.g. USB flash drives)
must be physically secure (cryptography cannotmust be physically secure (cryptography cannot
provide integrity or confidentiality protection)provide integrity or confidentiality protection)

§§ WPS USB model does not support authentication ofWPS USB model does not support authentication of
individual devices (since same copy of NEK isindividual devices (since same copy of NEK is
delivered to every device)delivered to every device)
•• Insider threats cannot be addressedInsider threats cannot be addressed

§§ NewNew HomePlugAVHomePlugAV devices may be associated withdevices may be associated with
attacker's control device (usersattacker's control device (users reassociatereassociate whenwhen
devices do not work as expected)devices do not work as expected)
•• A threat that attackerA threat that attacker’’s control device e.g. installss control device e.g. installs

Trojans to new devices is not addressedTrojans to new devices is not addressed



Ignoring SecurityIgnoring Security

§§ To ease comparison / typing, shortTo ease comparison / typing, shortchecksums /checksums /
passwords (from 2 to 8 digit) have been adopted topasswords (from 2 to 8 digit) have been adopted to
BT, WUSB and WPS numeric comparison modelsBT, WUSB and WPS numeric comparison models
•• MitMMitM quessingquessing attacksattacks havehave 1 in 100 to1 in 100 to

1 in 1000 0001 in 1000 000 changeschanges toto succeedsucceed
§§ How to assure that the user really compares twoHow to assure that the user really compares two

displayed numbers?displayed numbers?
§§ Models where user is forced to type identifiers areModels where user is forced to type identifiers are

alternatives in BT andalternatives in BT and HomePlugAVHomePlugAV



UsersUsers’’MistakesMistakes

§§ AreAre usersusers requiredrequired tootoo muchmuch?? HowHow cancan usersusers''
mistakesmistakes enableenable intrusionsintrusions??

§§ E.g. inE.g. in HomePlugAVHomePlugAV SimpleSimple ConnectConnect::
1.1. IfIf aa controlcontrol devicedevice is set tois set to waitwait forfor associationsassociations

butbut a newa new devicedevice isis notnot poweredpowered upup, an, an attackerattacker
maymay associateassociate withwith thethe controlcontrol devicedevice

2.2. IfIf aa controlcontrol devicedevice is set tois set to waitwait forfor associationsassociations
onlyonly afterafter a newa new devicedevice hashas beenbeen poweredpowered, the, the
newnew devicedevice maymay havehave beenbeen associatedassociated withwith aa
MitMMitM attackerattacker whichwhich thenthen associatesassociates withwith thethe
controlcontrol devicedevice



An Attack Fooling Users:An Attack Fooling Users: MitMMitM betweenbetween
Numeric Comparison andNumeric Comparison and ’’Just WorksJust Works’’ModelsModels

§§ In BTIn BT ’’just worksjust works’’model compared value is not displayedmodel compared value is not displayed
§§ MitMMitM betweenbetween BTBT numeric comparison andnumeric comparison and BTBT ‘‘justjust

worksworks’’models or betweenmodels or between WUSBWUSB numeric andnumeric and BTBT ’’justjust
worksworks’’modelsmodels

§§ Control devices should anyhow display values?Control devices should anyhow display values?



Jamming a More Secure Model to Get the UserJamming a More Secure Model to Get the User
to Switch into a Less Secure Modelto Switch into a Less Secure Model

§§ Jamming BT comparison model to get the user to switchJamming BT comparison model to get the user to switch
intointo’’justjust worksworks’’model ormodel or HomePlugAVHomePlugAV secure mode to getsecure mode to get
the user to switch into simple connectthe user to switch into simple connect

§§ SimpleSimple ‘‘IDSIDS’’as a protection?: warning if weak associationas a protection?: warning if weak association
succeeds after recent unsuccessful secure associationssucceeds after recent unsuccessful secure associations

Control deviceMitM
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random_number)

Inter
cept

Associate (just works, random_number)



Requesting Explicit Association while the UserRequesting Explicit Association while the User
Makes Implicit WUSB AssociationMakes Implicit WUSB Association

§§ In implicit association (e.g. plugging USB cable) there are noIn implicit association (e.g. plugging USB cable) there are no
explicit user dialogsexplicit user dialogs

§§ However, BT or WUSB access request may not be suspiciousHowever, BT or WUSB access request may not be suspicious
§§ Requires attackers to know when a cable is pluggedRequires attackers to know when a cable is plugged
§§ Preventing explicit requests when implicit association is made?Preventing explicit requests when implicit association is made?

AttackerControl
DeviceNew device

Associate
(cable_model)

Associate (num_mod,
rand_number)

Display:
123456
Accept?



ConclusionsConclusions

§§ New emerging standards utilize different associationNew emerging standards utilize different association
models to provide:models to provide:
•• better usabilitybetter usability
•• alternatives for manufacturers and usersalternatives for manufacturers and users
•• better security by correcting found vulnerabilitiesbetter security by correcting found vulnerabilities

§§ However, additional complexity and new technologyHowever, additional complexity and new technology
may introduce new vulnerabilitiesmay introduce new vulnerabilities
•• Few new vulnerabilities enabling users to be fooled toFew new vulnerabilities enabling users to be fooled to

to associate attack devices were presentedto associate attack devices were presented



The EndThe End

§§ Thank you!Thank you!

§§ Comments? Discussion?Comments? Discussion?


